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US ROUTE © (159TH STREET)

STA, 2+682.050 - STA. 2+769.519 HOT MIX ASPHALT MIXTURE REQUIREMENTS
MIXTURE TYPE MIX TYPE AC TYPE AIR VOIDS USEAGE
HOT-MIX ASPHALT BASE COURSE 1.-19.0 PG 64-22 * 4% © 50 GYR. DRIVEWAY BASE CSE,
(HMA BINDER COURSE, 1l.-19.0, N50) SIDESTREET BASE CSE
LEVELING BINDER (MACHINE METHOD), NGO 1.-9.5 PG 64-22 / 4% e 50 GYR. SIDESTREET LEVELING BINDER
PG 58-22
HOT-MIX ASPHALT BINDER COURSE, IL-19.0 PG 58-22 * 47 @ 50 GYR. SIDESTREET BINDER CSE
IL-19.0, N50
HOT-MIX ASPHALT SURFACE COURSE, iL-2.5 PG 64-22 47 © 50 GYR. SIDESTREET SURFACE CSE,
MIX “C”, N50 DRIVEWAY SURFACE CSE
LEVELING BINDER (MACHINE METHOD), NT0 IL-~9.5 PG 64-22 4% © 70 GYR. MAINLINE BUTT JOINT (AS NEEDED)
POLYMERIZED HOT-MIX ASPHALT SURFACE 1L-9.5 SBS/SBR PG 76-22 4% © 90 GYR. MAINLINE BUTT JOINTS
COURSE, MIX "k, N30

THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURE QUANTITIES IS 112 LBS./SQ.YD./IN.
* WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX SHALL BE PG 58-22
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¢ U.S. ROUTE 6

(3)  AGGREGATE SUBGRADE, 300 mm
X 11.06 m - 16.24 m 11.48 m - 21.30 m -
= = ()  PORTLAND CONCRETE CEMENT PAVEMENT 260 mm (JOINTED)
: : 11.06 m - 15.24 m . - 15, : Q
e i} s m m %06 m - 15.24 m z e ()  COMBINATION CONCRETE CURB AND GUTTER, TYPE B-15.60
a ? 0. m— ! 0] - 0.60 m | =
ﬁ lso m -] | [ VARIES 3.30m ; 3.30 m 3.30 m 330 m | 3.30m VARIES | [ ‘1.50 m o = @ @) PORTLAND CEMENT CONCRETE SIDEWALK 125 mm
ol (210 m "0 =330 TS, . © 8 ,
S z | m | ‘ 3:30.m 20mi2 g (I5)  SAWED LONGITUDINAL JOINT WITH 750 mm DEFORMED
& o | . 1,65 m 165 m | 5 = EPOXY-COATED No. 19 TIE BARS @ 750mm CTS.
2 « | &
pooy ‘ | n (I6) LONGITUDINAL CONSTRUCTION JOINT WITH 600 mm GROUTED IN
4007 2.00 ; ! PLACE DEFORMED EPOXY-COATED No. 19 TIE BARS e 600 mm CTS.
B el ( ‘2:99'/.‘ : |
i = | (1) 600 mm DEFORMED EPOXY-COATED No. 19 TIE BARS @ 600 mm CTS.
TOPSOIL, 100 mm

1 : ’ @ SODDING, SALT TOLERANT

| !

i ; | (20)  SEEDING, CLASS 24

i | |
TER FABRI
L—‘J @ - ; - @) @ e FILTER FABRIC
Y Y 16 (35)  PIPE UNDERDRAINS 100 mm
35
« STA. 2+969.878 TO STA. 3+000.000
REVISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION
US ROUTE 6 (159TH STREET) NAME DATE

US RTE 6 FROM LEXINGTON AVE TO FISK AVE

PROPOSED TYPICAL SECTIONS
U. S. ROUTE 6 (159TH STREET)
STA. 2+682.050 - STA. 3+100.720

STA. 2+4969.878 - STA, 3+100.720
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